
SCOPE OF SERVICES 

FOR DESIGN SERVICES – QUESTIONS & ANSWERS 

Design for Roadway Rehabilitation on I-96, University Region, Lansing TSC 

JN 84130C 

Question 1: The schedule includes dates for Plan Review, Plan Completion, and 

Omissions/Errors Check.  Please verify that these dates apply only to the 

Maintenance of Traffic portion of the project and that the road design 

portion ends at base plans. 

Answer 1: That is correct.  Road Design is for base plans only while maintaining 

traffic plans & provisions, and mobility analysis services are needed 

throughout the entire design phase of the project, through final plans.

Question 2: Is a scoping document available for this project? 

Answer 2: No, there is not a scoping document available for the project. 

Question 3: Is there traffic anlaysis information available for this project? 

Answer 3: Yes, there is current traffic data, projected traffic data, and level-of-

service analysis results available for review.  A copy is attached. 

Question 4: Is hydraulic or hydrologic analysis required for this project? 

Answer 4: Hydraulic and hydrologic analyses are not part of the requested 

services for this project. 

















































































Level-Of-Service analysis (per HCM 2000 methodology) results for the two basic 

freeway segments on I-96, from US-127/I-496 to Okemos Road, and from Okemos 

Road to Williamston Road: 

I-96 from I-496 to Okemos Road: WB controlling: 

2007 - LOS D, density 26.6 pc/mi/ln 

2010 - LOS D, density 29.3 pc/mi/ln 

2030 - LOS E, density 41.1 pc/mi/ln 

I-96 from Okemos Road to Williamston Road: EB controlling for 2007 and 2010: 

2007 - LOS D, density 28.8 pc/mi/ln 

2010 - LOS D, density 30.6 pc/mi/ln 

2030 - LOS E, density 41.4 pc/mi/ln 

Note:  This analysis was done with ADT instead of AADT and directional DHV 

instead of peak hour proportionality. 

Level-Of-Service analysis for concept with auxiliary lanes on I-96 EB and WB 

between US-127/I-496 and Okemos Road: 

I-96 from I-496 to Okemos Road: 

2007 - LOS C, density 17.4 pc/mi/ln 

2010 - LOS C, density 18.8 pc/mi/ln 

2030 - LOS C, density 22.9 pc/mi/ln 

Note:  A review of the WB Okemos Road Off Ramp ADT volumes provided show that 

about 25% of the directional EB ADT exits onto this off ramp. The program 

evaluated 3 thru lanes due to the length of the segment, greater than a mile 

between interchanges. So, the program my have distributed more volumes to the 

third lane than it should have although a significant number of vehicles will 

exit at Okemos. 


